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MEDALLION 615 SERIES
Digital Cable Ready HDTV

MODEL SCREEN SIZE PRELIMINARY CABINET DIMENSIONS/WEIGHT (HxWxD, LBS.)
WS-55615 55" 50.5” x 50.69” x 28.03”, 215lbs
WS-65615 65" 62.12” x 58.87” x 28.37”, 330lbs
WS-73615 73" 66.12” x 65.43” x 29.93”, 395lbs

VIDEO FEATURES
AMVP2™ Motion Processor •
Comb Filter Motion-Adaptive 480-Line 3D Y/C
Automatic Film Mode (3:2 pulldown compensation) •
DefinEdge™ VSM Selectable by input
All Sources Displayed at 1080i •
HDTV Scanning Rate 1080i
Picture Format Modes for analog 480i/480p 

and 4:3 digital sources 6
Picture Format Modes for analog 1080i and 

digital 16:9 sources 2

PICTURE PERFORMANCE
QuadField Focus™ •
EDF™ lenses •
ColorPure™ Filters •
ColorTuned™ Diamond Shield™ User-Removable

USER INTERFACE
Control Features

NetCommand® 4.0 •
CableCommand™ (Digital Cable Control) •
ChannelView™ (On-screen Channel List) •
IR System Control with Learning Mode •

PerfectColor™ / Auto Color Correction Selectable by input
Full Screen Freeze Frame •

PIP/POP Features
Multi-Image 1 PIP, 3 and 9 POP
Split Screen • 
Channel Preview/Input Strobe (analog channels only) •

AUDIO

Speaker Sizes
WS-48615 5" Coaxial x 2
WS-55615, WS-65615, WS-73615 6" Coaxial x 2

Output Power (Watts) 10W x 2

TUNING
Digital/Analog Combined Tuner Air/Cable/ATSC/NTSC/CableCARD™
Second Analog Tuner for PIP/POP Only •

INPUTS ANTENNA (RF) INPUTS 2 Analog/Digital Combined
CableCARD™ Slot •

AV INPUTS (ANALOG)
A/V Inputs with S-Video (Front/Rear) with Stereo Audio 1/2
Component Video Inputs with Stereo Audio 2 (480i/480p/1080i)

AV OUTPUTS (ANALOG)
Monitor A/V Output (for recording) •
Stereo Audio Output (fixed audio) •

INPUTS/OUTPUTS (DIGITAL)
FireWire® (IEEE 1394) front / rear 1/2
HDMI™ with analog stereo input 1
Digital Audio Bitstream Output (Dolby® Digital) 1 (coaxial)
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